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CLIPEX ECO POST
SPECIFICATION SHEET

CL270%
Entry level post suitable for most hinge jointed 8/80/15 & 30 stock
. fences. It can also be used for permanent electric fencing and
oo yi o rabbit fencing.
S A ~
E 152.4rmm This ten clip post will suit most makes of hinge jointed wire, taking
o / el | alleight lines of a hinge jointed 8/80 netting with two rows of
* -i— ot ——) ",- F—— % barbed, electric or plain above.
—b - a[B00N
: #Th
. 152 4t - H
i {600 E‘:: 10 c::'";m Clipex Insulator
[ - - ¥ " “ﬂﬂl: =
o T Weight: 2.59kg
| - | 139.7rmm s
| E (s 5m] » In ground depth: 720mm
1 *: + b - - W {fence height - 1.08m)
3 1 T = Profile: 44m
I 18 0rram 137 Thi ::m z":jx 35mm
[FoEming Teoond = Thic : 2. 5mm
= P = = e
#
114:3mm Exceptionally strong
[450un] insulator with a stainless
- = = i steal pin that is guickly
" | attached to both wire and
Clipex post.
Please note:
Ideal for sheep fencing & perimeter fencing. Electric should always

be used if fence is between adjoining paddocks. Mot suitable for
cattle, horses or larger livestock in dividing paddocks.

Compatible wire
- Hinge joint 8-80-15
- Hinge joint B-80-30
- Line wire
- Barbed wire

= Electric rope/wire
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For more information contact:

Graham Mitchell - 07842 428289
Walter Bailey (Par) Ltd, St. Andrews Road, Par, PL24 2LX
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SPECIFICATION SHEET

Standard Beefy
CLZ715 CL2720
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For more information contact:

Graham Mitchell - 07842 428289

e <7

CLIPEX STANDARD & BEEFY POST

All eight lines of the wire pattern will be clipped,
with two rows of barbed, electric or plain above,
plus one row of plain or barbed wire as a base
line. It can also be used for permanent electric
fencing, line wire, barbed wire or rabbit fencing.
We recommend using Beefys at slight changes
of direction or where there are pressure points
on undulating ground. We also recommend using
Beefys to strengthen adjoining paddock fences.

Standard - 11 Clips

* Length: 1.8m

« Weight: 3.24kg

* In ground depth: 650mm g GEF
(fence height-1.1m) 3

» Profile: 44mm x 35mm

» Thickness: 3.0mm J9=

Beefy - 11 Clips

* Lemgth: 2.0m

« Weight: 7.0kg y

« In ground depth: 850mm %
{fence height - 1.1m)

» Thickness: 3.5mm

« Profile: 66mm x 59mm

The Beefy profile has 230% more strength than
the standard post with a 80% greater surface
area providing far better ground adhesion.

Clipex Insulator PostCap  Bolton offset
D
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Compatible wire

=¥ knot 880-15 - Line wire
= ¥ knot 880-22 - Barbed wire
=¥ knot 8-80-30 - Electric rope/wire
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CLIPEX
SPECIFICATION SHEET

gi;];IP 60 2 Specifically designed for installing over rocks or concrete. It
2 £2.8mm A is for use with 8/80 X fence stock fence mesh patterns but
Fo Y M LY sl can also be used for permanent electric fencing, line wire,
150mm barbed wire or rabbit fencing.
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w4 - £l % Rock- 11 Clips
[}l%:‘"'“ « Length: 1.4m
! M % ;:_ . Welgn: 4kg =
: 127mm « In ground depth: 250mm 53
| soorl (fence height - 1.1m)
OB 10 1 <« Profile: 44mm x 35mm
» Thickness: 3.0mm plus 20mm Re-
bar footing

To create an effective long lasting electric fence, simply add
the easy to attach Clipex insulators to the post.

Post cap Clipex Insulator

Enables the Clipex post to
have further electric lines
or tape at the side, whilst
also protecting livestock
from possible injury.
Locking wedge locks the
cap in place.

- Line wire

For more information contact:

Graham Mitchell - 07842 428289

- Barbed wire
- Electric rope/wire

Exceptionally strong
insulator with a stainless
steel pin that is quickly
attached to both wire and
Clipex post.
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CLIPEX

Compatible wire
- X knot 8-80-15
- X knot 8-80-22
- X knot 8-80-30
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